
Specifications

Rear Derailleurs Road

2016 © Sun Race Sturmey-Archer Inc.

Model No. RDRZ2 SD RDRX2 SD RDRS1 SD RDR91 SD RDR91 LD RDR81 SD RDR81 LD RDR37 SD

Cage Type (S) Short (S) Short (S) Short (S) Short (L) Long (S) Short (L) Long (S) Short

Mounting Type (D) Direct (D) Direct (D) Direct (D) Direct (D) Direct (D) Direct (D) Direct (D) Direct 

Speeds 10 / 9-Speed 10 / 9-Speed 10 / 9-Speed 8-Speed 8-Speed 7 & 6-Speed

Max. Sprocket 28T 28T 28T 28T 28T 28T 28T 28T

Min. Sprocket 11T 11T 11T 11T 11T 11T 11T 13T

Rear Capacity 17T 17T 17T 17T 17T 17T 17T 15T

Max. Front Difference 16T 16T 16T 16T 22T 16T 22T 14T

Total Capacity 33T 33T 33T 33T 39T 33T 39T 31T

Outer Link
Carbon Reinforced

Cold Forged Aluminum
Cold Forged Aluminum

High-Polished Anodized
Aluminum

High-Polished
Steel

Inner Link
Cold Forged Aluminum

High-Polished Anodized
Cold Forged Aluminum

High-Polished Anodized
Steel Steel

Bracket Body
Cold Forged Aluminum

High-Polished Anodized
Cold Forged Aluminum

High-Polished Anodized
Aluminum Aluminum

Plate Body
Cold Forged Aluminum

High-Polished Anodized
Cold Forged Aluminum

High-Polished Anodized
Composite Composite

Outer Plate Cage Carbon Aluminum Anodized CNC Aluminum Anodized Steel

Inner Plate Cage Aluminum Aluminum Aluminum Steel

Guide Pulley
11T / 7075 / Ceramic
 Sealed Cart. Bearing

11T / 7075 / 
Sealed Cart. Bearing

11T /
Sealed Cart. Bearing

11T

Tension Pulley
11T / 7075 / Ceramic
 Sealed Cart. Bearing

11T / 7075 / 
Sealed Cart. Bearing

11T /
Sealed Cart. Bearing

11T

Bracket Bolt
7075 Aluminum
Black Anodized

7075 Aluminum 
Black Anodized

7075 Aluminum
Anodized

Steel

Cable Adjuster Carbon Composite Composite Composite

Pin Bushings (Outer Link) ● ● ╳ ╳

Pin Bushings (Inner Link) ● ● ╳ ╳

Average Weight 202g 211g 212g 257g 279g 257g 279g 282g
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Steel
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High-Polished

Steel
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Steel

Aluminum

╳

╳

9-Speed
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